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Features

Floor   Compact & Comfort

Flexible & easy installation 

Due to compact and whole surface suction 
method model, floor, concealed, half concealed, 
or wall mounted installation can be available to 
match the room layout.

Flexible piping connection 6 direction of drain & piping

Drain horse and piping can be drawn flexibly in the right, left, side, and down 
directions 
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10°C HEAT Operation

The room temperature can be set to go no lower than 10°C, thus 
ensuring that the room does not get too cold when not occupied

20°C

10°C

“10°C HEAT” Button ON

Indoor unit operation START

2-Fan & Wide airflow

Individual vertical airflow by 2-fan can control 
the whole room comfortably.
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Low ambient operation
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Dimensions
(Unit : mm)

Wireless R.C.
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Indoor AGYG09LVCA AGYG12LVCA AGYG14LVCA
Outdoor AOYG09LVCA AOYG12LVCA AOYG14LVLA

Nominal Capacity (kW)
Cooling 2.60 (0.90-3.50) 3.50 (0.90-4.00) 4.20 (0.90-5.00)
Heating 3.50 (0.90-5.50) 4.50 (0.90-6.60) 5.20 (0.90-8.00)

UK Total / Sensible Cooling * 2.49 / 2.24 3.36 / 2.59 4.03 / 2.92

Power Consumption (kW)
Cooling 0.53 0.94 1.14
Heating 0.79 1.19 1.44

EER / COP (Nominal Conditions) 4.91 / 4.43 3.72 / 3.78 3.68 / 3.61

Pdesign (kW) @ -10°C
Cooling 2.60 3.50 4.20
Heating 2.90 3.80 4.70

SEER Cooling 7.00 6.50 6.40
SCOP Heating (Average) 4.20 4.00 4.00

Cooling A++ A++ A++
Heating (Average) A+ A+ A+

Annual Energy Consumption (kWh/a)
Cooling 130 188 230
Heating 967 1330 1645

Moisture Removal l/h 1.30 1.80 2.10

Dimensions (HxWxD) mm
Inner 600x740x200 600x740x200 600x740x200
Outer 540x790x290 540x790x290 578x790x300

Net Weight (kg)
Inner 14 14 14
Outer 36 36 40

Room Air Circulation (high) m3/h
Inner 570 570 650
Outer 1680 1680 1910

Power Supply V-PH-Hz 230 / 1 / 50 230 / 1 / 50 230 / 1 / 50
Power Supply To Outdoor Outdoor Outdoor

Running Current (A)
Cooling 2.60 4.40 5.20
Heating 3.80 5.50 6.40

Starting Current A 3.80 5.50 6.40
Suggested MCB/Fuse A 10 10 10
Interconnecting Cable 3 + E 3 + E 3 + E
Remote Control Type Wireless Wireless Wireless

Sound Pressure (dB(A) Cooling)
Indoor Q/L/M/H 22 / 29 / 35 / 40 22 / 29 / 35 / 40 22 / 31 / 38 / 44
Outdoor H 47 48 50

Sound Power (dB(A) Cooling)
Indoor H 55 55 58
Outdoor H 64 64 65

Max Pipe Length m 20 20 20
Max Height Difference m 15 15 15
Refrigerant Charge m 15 15 15
Additional Refrigerant Charge g/m 20 20 20

Pipe Size (inches)
Gas 3/8 3/8 1/2

Liquid 1/4 1/4 1/4

Operating Range (OC)
Cooling -10 ~ 43 -10 ~ 43 -10 ~ 43
Heating -15 ~ 24 -15 ~ 24 -15 ~ 24

Refrigerant R410A R410A R410A
System List Price £ 1104 1238 1423

Wired Remote Controller:  UTYRVNYM £100

Simple Remote Controller: UTYRSNYM £80

External Connect Kit UTYXWZX £9

Modbus Interface FJRCMBS1 £225

KNX Interface  FJRCKNX1i £255

WiFi Interface  FJRCWIFI1 £225

(Refer to page 63 for accessory combinations) * UK Cooling: indoor temperature 23°CDB / 16°CWB and outdoor temperature 30°C


